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WELDCOTE  
WHITE PASTE FLUX 

 
▻ Formulated as a general-purpose, silver brazing flux. 

▻ Brazes copper, brass, nickel, carbon steel, stainless steel, and precious metals. 

▻ Residues are water-soluble. 

 
DESCRIPTION 

 
 

 Weldcote  White  Paste  F lux  i s  a  c reamy,  whi te  s i lve r  b raz ing  pas te  f lux  tha t  i s  ac t ive  and  
p ro tec t ive  to  870°C/1 ,600°F.   I t  was  fo rmula ted  fo r  the  major i ty  o f  braz ing  opera t ions ,  and  i s  
recommended  fo r  use  wi th  copper  and  copper -based  a l loys ,  s t ee l ,  s t a in less  s tee l ,  n icke l ,  
ca rb ides ,  p rec ious  meta l s  and  hea t - res i s tan t  a l loys .   Weldcote  White  Paste  F lux  i s  ava i lab le  in  
d i spensab le  fo rm su i tab le  fo r  sp ray ing  o r  o ther  au tomat ic  app l ica t ion  methods .   The  f lux  wi l l  no t  
harden  or  c rys ta l l i ze ,  re ta in ing  i t s  c reamy tex ture  up  to  two  (2)  years .  

 
 

APPLICATIONS 
 

 
 Weldcote  White  Paste  F lux  i s  a  genera l  purpose  b raz ing  f lux  used  in  a  wide  var ie ty  o f  jo in ing  

app l ica t ions  fo r  many d i f fe ren t  f in i shed  p roduc ts  inc lud ing ;  app l iances ,  au tomot ive ,  ca rb ide  
too ls ,  den ta l  too ls ,  o r thodont ia ,  f a rm mach inery ,  hea t  exchanges ,  hea t  equ ipment ,  main tenance ,  
min ing  too ls ,  mus ica l  ins t ruments ,  p lumbing  f ix tu res ,  r e f r ige ra t ion  and  a i r  condi t ion ing ,  sh ip  
repa i r ,  s tee l  fu rn i tu re  and  weld ing  equ ipmen t .  

 
 

PHYSICAL PROPERTIES 
 
 

  Form Creamy Pas te  
  Co lo r  Whi te  
  Spec i f i c  Grav i ty  1 .6  
  Water  Con ten t  Less  than  35% 
  pH 8 .3  ±  0 .2  
  F lash  Po in t  None  
  F reez ing  Ef fec t s  None  
  Ac t ive  Tempera tu re  Range 540°C/1 ,000°F  –  870°C/1 ,600°F  
   
 

APPROPRIATE FILLER METALS 
 
 

                 ▻    BAg                        ▻  BCuP 
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SPECIFICATIONS 
 

                ▻  AMS 3410  

                ▻  AWS A5.31-92 ,  TYPE FB3A 

                                    ▻  Federa l  Spec i f ica t ion  0-F-499 ,  Type  B 
 
 

DIRECTIONS 
 

 
 Weldcote  White  Paste  F lux  may  be  used  in  concen t ra ted  fo rm or  d i lu ted  wi th  wate r  to  a  th inner  

cons is tency .   Hea t ing  the  f lux  to  60°C/140°F  –  82°C/180°F  makes  i t  l e s s  v i scous  and  more  
reac t ive .   Hea t  the  f lux  s lowly  to  reduce  spa t te r ing  or  excess ive  bubbl ing .   The  raw f lux  and  
res idues  a re  so lub le  in  ho t  wa te r  (a t  l eas t  140°F/60°C) .   Ch ipp ing  or  g r ind ing  i s  no t  necessa ry .  

 
 Remove  any  o i l ,  g rease ,  o r  o ther  con taminan ts  f rom the  su r face  to  be  b razed .  

  Apply  f lux  to  jo in t  by  d ipp ing ,  swabbing  o r  b rush ing  a rea  be ing  b razed .   The  f lux  may be  used                   
    as  supp l ied  o r  d i lu ted .  

 Apply ,  hea t ,  by  to rch ,  induct ion  o r  o ther  means  to  a rea  be ing  b razed  a f te r  f lux  has  been   
app l ied  to  ac t iva te  the  f lux .  

 Feed  the  b raze  a l loy  in to  the  jo in t ,  un less  a  b raz ing  per form i s  a l ready  in  p lace .  

 Clean  f lux  res idues  f rom brazed  jo in t  us ing  ho t  wa te r  (60°C ±  5°C/140°F  ±  10°F)  fo r  bes t  
r e su l t s .   I f  unava i lab le ,  room tempera tu re  wa te r  may a l so  be  used .  

  

 
SAFETY PRECAUTIONS 

 
  
 Weldcote  White  Paste  F lux  con ta ins  po tass ium b i f luor ide  (CAS #7789-29-9)  and  po tass ium 

f luobora te  (CAS #14075-53-7)  and  shou ld  be  hand led  wi th  ca re .  
 
 Avoid  con tac t  wi th  sk in ,  eyes  o r  c lo th ing ,  us ing  NIOSH approved  sa fe ty  gogg les ,  rubber  g loves  

and  rubber  apron .   As  an  added  p recau t ion ,  wash  hands  thoroughly  a f te r  use .   Braz ing  shou ld  be  
done  wi th  adequa te  vent i l a t ion .  

 
 Disposa l  o f  raw f lux  and  f lux  res idues  mus t  be  ca r r ied  ou t  in  accordance  wi th  loca l  and  federa l  

env i ronmen ta l  gu ide l ines .  
 
 Weldcote  White  Paste  F lux  has  a  two  (2 )  year  she l f  l i f e  when  s to red  p roper ly .  
 
 Refe r  to  MSDS fo r  add i t iona l  sa fe ty  in fo rma t ion .  
    
    
    

 

   

Weldcote Metals believes this data to be accurate and to reflect qualified expert opinion regarding current research.                                                        
However, Weldcote Metals can not make any expressed or implied warranty as to this information. 
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